
TREATMENT SOIL SPECIFICATION SHALL BE COMPOSED OF :

60% ASTM C-33 SAND

30% USCC STA CERTIFIED COMPOST

10% SMALL WOOD CHIPS

8" DIAMETER PVC CLEANOUT  WITH SOLID CAP

6" WIDE FLUSH CURB

12" DEEP x 18" WIDE CL II PERMEABLE ROCK LAYER

(2) 2" DIAMETER WEEP HOLES

DRAIN TO CL II PERM (6"x6"x12")

WRAPPED IN  FILTER FABRIC.

6" DIAMETER PIPE

9"

1
'
-
3
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3" PERFORATED DISTRIBUTION PIPE

LOUVERED PANEL-

REFER TO LSD 31, SHEET 3 OF 3

TREATMENT SOIL.

SEE NOTE BELOW.

COBBLE-

REFER TO LSD-30

SHEET 1 OF 4

8"

6
"

1'-6"

3"

1
'
-
0

"

6" DIAMETER

SCH. 40 PVC.

9"

TRENCH GRATE

CONCRETE GUTTER  AT

TRASH CAPTURE

ADJACENT PAVING

SUBGRADE

5
"

CURB LINTEL-

REFER TO LSD-31 SHEET 2 OF 3

TRENCH GRATE INLET-

REFER TO LSD-31 SHEET 2 OF 3

2
'
 
M

I
N

.

TRASH AND SEDIMENT

CAPTURE AREA

SUBSURFACE STORMWATER FACILITY

OPTION #1

SURFACE STORMWATER FACILITY

OPTION #2

TRASH CAPTURE INLET FOR OPTION #1 AND #2

4
"

6
"

1'-6"

MIN.

REFER TO GRAPHIC

BELOW

REFER TO GRAPHIC

ABOVE

SUBGRADE LEDGE

3"

7"

MIN.

RE-COMPACTED NATIVE MATERIAL

SEE NOTE IN OPTION #1
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OPEN

2%

OPEN

 
6
"

3" CLR TYP

2'-4

1

2

"

NELSON STUD, TYP. TACK

WELD TO CHANNEL.

GALVANIZE AFTER

FABRICATION

MC6X8.2 (METAL CHANNEL)

2"

CURB LINTEL ENLARGEMENT

SCALE: 3/4"= 1'-0"

6
"

PLAN VIEW

END VIEW

NOTES:

1. * REFER TO PLANS FOR MINIMUM

OPENING WIDTH.  VARIABILITY

OF MINIMUM OPENING WIDTH IS

SUBJECT TO REQUIREMENTS OF

DRAINAGE AREA.  REFER TO

NOTES 1 AND 2 ON LSD-29,

SHEET 2 OF 2.

2. DURING CONSTRUCTION RAIN

EVENTS, TRASH CAPTURE

DEVICE OPENING SHALL BE

PROTECTED TO PREVENT

WATER ENTRY UNTIL DEVICE IS

APPROVED FOR USE BY

PROJECT LANDSCAPE

ARCHITECT.

3. REFER TO LSD 31, SHEET 1 OF 3

FOR WEEP HOLES QUANTITY

AND DETAIL

D
J

D
J

DEEP SCORE JOINT, TYP.

CONCRETE GUTTER, SLOPED AT

TRENCH GRATE OPENING. SEE

DIMENSIONS BELOW

ASPHALT ROADWAY

TOP OF CURB. CURB AND TRASH

CAPTURE INLET ARE POURED

INTEGRALLY

MONOLITHIC CONCRETE

SIDEWALK

TRENCH GRATE. REFER TO

SPECIFICATIONS FOR TYPE AND

MODEL.

6"

1
8
"

CURB LINTEL, SEE BELOW

2
'
 
M

I
N

.

6"

14.5"

MIN.*

7" TYP.

TOP OF CURB

FLOW LINE OF CONCRETE

GUTTER, SLOPED AT TRENCH

GRATE OPENING

AGGREGATE BASE, PER CITY

STANDARD DETAIL

6
"

1"

OPEN

CURB LINTEL- FRONT AND

BACK OF OPENING. SEE

ENLARGEMENT

3"

2'-4

1

2

"

4'-3"

14.5"

MIN.*

PLAN VIEW

TRASH CAPTURE INLET AND GRATE

TRASH CAPTURE DEVICE

OPENING. REFER TO LSD 31,

SHEET 1 FOR ADDITIONAL

DETAIL

SUBGRADE, PER CITY

STANDARD DETAIL

6 INCH RADIUS CURB RETURN

INTO OPENING

18"

ADJACENT CITY

STANDARD SIDEWALK

TRENCH GRATE. INTEGRATED

FRAME SHALL BE ON SIDES

ONLY.  SEE TRENCH GRATE

CROSS SECTION

CONCRETE CURB

#3 HORIZONTAL REBAR AT 18"

ON CENTER, TOP, BOTTOM

AND HORIZONTAL

R6"

TYP.

D
J

D
J

D
J

D
J

2'-4

1

2

"

D
J

D
I
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E
N

S
I
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N
S
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L
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V

A
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Y

D
J

OUTLET DIRECTION FOR

SURFACE LOADED FACILITY.

REFER TO LSD-31 SHEET 1 OF 3

FOR OUTLET OPTION #2

OUTLET DIRECTION FOR

SUBSURFACE LOADED FACILITY.

REFER TO LSD-31 SHEET 1 OF 3

FOR OUTLET OPTION #1

SECTION A

TRENCH GRATE AND CURB CONNECTION

SECTION C- SIDE VIEW

SURFACE LOADED TRASH CAPTURE INLET

TREATMENT

AREA

TREATMENT

AREA

SECTION B

TRENCH GRATE INLET ENLARGEMENT

14.5"

MIN.*

CONCRETE

CURB

TRENCH GRATE AND INTEGRATED

FRAME.  FRAME SHALL BE 1

1

2

" TO

1

3

4

" ANGLE IRON EMBEDDED INTO

TRASH CAPTURE CURB, AND

DIMENSIONED FROM OUTSIDE EDGE

TO EDGE

#3 BAR

(DEFORMED)

DOWELS 9" LONG,

3" EPOXIED INTO

CURB, 2'-0" O.C.

2" DIAMETER WEEP HOLES.

SEE LSD-31, SHEET 1, OPTION 1

D
J

D
J
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SIDE VIEW

N.T.S.

3/16" x 1 1/2" x 1 1/2" x 23"

LONG STAINLESS STEEL

"L" BRACKET, TYPICAL

1/2" STAINLESS STEEL

NUT, TYPICAL

TRENCH GRATE

THROUGH SIDEWALK

6
"

T
Y

P
.

LOUVERED PANEL

WATER LEVEL

PLAN VIEW OF INLET CHANNEL

6
"

T
Y

P
.

1
"

C
L

R
.

FRONT VIEW

1
 
1

/
2

"

T
Y

P
.

STAINLESS STEEL NUT, TYP.

CAST IN PLACE 1/2" BOLT

OR THREADED ROD, TYP.

LOUVERED

PANEL

3/16" x 1 1/2" x 1 1/2" x 23"

LONG STAINLESS STEEL

"L" BRACKET, TYP.

1
'
-
4

"
6

"

SOLID

1/4" STAINLESS

STEEL PLATE

1/4" THICK STAINLESS STEEL

LOUVERED PANEL

LOUVER DIMENSIONS:

3" L x 

1

2

" H x 

1

2

" D

5mm LOUVER OPENING

1

2

" RADIUS ENDS

1

2

" LOUVER SPACING (VERTICAL)

1

1

4

" LOUVER COLUMN SPACING

14

1

2

"

15"

NOTE:

1. LOUVERED PANEL MINIMUM DIMENSION:

22"H x 14 1/2"W  x 1/4T". PANEL SIZES

SHALL VARY DEPENDING UPON FACILITY

REQUIREMENTS.

2. FIELD VERIFY AND MAINTAIN 1" CLEAR

FROM BOTTOM OF TRENCH GRATE.

ACCEPTABLE LOUVERED PLATE

AND BRACKET SUPPLIER,

OR APPROVED EQUAL:

ROSCOE MOSS COMPANY

TYPE 304 STAINLESS STEEL

4360 WORTH STREET

LOS ANGELES, CA 90063

WWW.ROSCOEMOSS.COM

1
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" 1
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"

1
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4

", TYP
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